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METHOD AND SYSTEM FOR MULTIMEDIA MESSAGING SERVICE 



BACKGROUND OF THE INVENTION 

The invention relates generally to wireless communications technology, 
and more particularly to method and system for multimedia messaging 
service. 

Mobile terminals such as mobile phones have become a popular 
means to communicate with other people. Many services are now available 
on mobile terminals. One of the popular services is the mobile multimedia 
service (MMS), which includes images, voice, and audio and video contents. 
This service will enrich person-to-person messaging and pave the way for 
content-push services. With more and more rich media enabled mobile 
terminals and network architectures available, on-demand mobile 
multimedia services will be delivered to users via media streaming and 
downloading techniques that enrich mobile browsing and content 
accessing. 

Multimedia-enriched services are expected to drive usages, operator 
revenues and bandwidth consumptions in mobile networks. However, at 
present, rich media messages are too large for mobile terminals with 
relatively small user space (typically 2M bytes) to store locally. For example, 
a two minute MPEG-4 encoded QCIF (Quarter Common Intermediate 
Format) video played at 10 frames per second (fps) will take roughly 1.5M 
bytes space. This is unacceptable to most mobile phones in the market 
because of their small storage space that is shared by different applications. 
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FIG. 1 shows a MMS reference architecture 10 as defined by 3GPP 
(Third Generation Partnership Project), which is an organization that develops 
specifications for a 3G system. In FIG. 1 , a MMS relay/server 20 is connected 
to various elements, including a billing system 32, MMS VAS (value added 
service) applications 34, MMS user databases 36, a HLR (home location 
register) 38, and a plurality of external servers 42 to 48 for providing 
functionalities such as E-mail, fax, SMS, etc. Server 48 is a media server that 
stores rich-media contents including video. Alternatively, server 48 may be 
located in MMS relay/server 20 or may be a web server. MMS relay/server 20 
is also connected to a "foreign" MMS relay/server 40, which is located in 
another MMSE (Multimedia Message Service Environment). A MMSE refers to 
a collection of MMS specific network elements under the control of a single 
administration and may include more than one MMS relay/server. MMS user 
agents A, B and C can send multimedia messages to one another via the 
MMS relays/servers. A MMS user agent refers to an application residing on a 
mobile terminal (e.g., a user equipment (UE), a mobile station (MS), etc.) or 
an external device that performs MMS-specific operations on a user's behalf. 

FIG. 2 is a flowchart diagram of a multimedia message (MM) delivery 
process 100. It illustrates how a multimedia message is delivered via 
streaming in a conventional way. Upon receiving a MMS message 
notification, the MMS user agent will notify the user of an associated mobile 
terminal that a new MM has arrived (step 102). If the user chooses to view 
the MM (step 106), the attachment associated with the MM is parsed (step 
112) to determine whether a SDP (Session Description Protocol) file is 
attached (step 116). A SDP file contains the description of the session 
(including session name, author, etc.), the type of media to be presented, 
and the bit rate of the media. If a SDP file is not attached, it may be 
because the MM contains non-streamable contents such as messages with 
plain text only. In such a case, the MMS user agent will render the MM 
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immediately. On the other hand, if a SDP file is attached, it will be parsed 
(step 122). With the parameters from the SDP file, the MMS user agent can 
connect the mobile terminal to the media server via RTP (Transport Protocol 
for Real-Time Applications)/RTSP(Real Time Streaming Protocol) protocols 
(step 126) and receive the contents from the media server via streaming 
(step 132). At the same time, the MMS user agent can render the MM (step 
136). 

However, live streaming from a media server in a wireless environment 
will take considerable amount of time about 8 to 15 seconds for each two 
minute MPEG-4 QCIF video message. For a larger video message, the user 
will have to view it in discrete segments because the user has to wait for 8 to 
15 seconds for each two minute video segment to arrive. Given the 
experience of video streaming on the Internet, which usually requires an 
initial waiting time of 6 to 15 seconds for each video message, regardless of 
the size of the video message, the delays in a wireless environment will be 
unacceptably longer and will make the user to wait annoyingly. 

Therefore, there is a need for a MMS system that significantly improves 
a user's experience associated with receiving and viewing MMs. 

SUMMARY OF THE INVENTION 

The present invention allows a portion of a multimedia message, 
usually the beginning part of the message (e.g., the first 10 seconds of the 
message) to be delivered to and stored on a mobile terminal beforehand. 
For example, a 10 seconds MPEG-4 encoded QCIF video occupies roughly 
.80- 120k space, which is much less than the capacity required for- storing the 
whole message. When a user wants to view the message, the portion of the 
message stored locally will be played back immediately, while at the same 
time a user agent residing in the mobile terminal will contact a media server 
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for the remaining contents using the streaming technology. This would give 
the user an impression that the whole message is stored locally since there is 
nearly no noticeable delay in the playback, thus providing a much better 
user experience. The partial contents downloaded can be a portion of the 
whole multimedia message, or an unrelated rich-media message provided 
by a third party as an advertisement. In this way, the usage of the local 
storage space on the mobile terminal will be much more efficient. 

Other objects and attainments together with a fuller understanding of 
the invention will become apparent and appreciated by referring to the 
following description and claims taken in conjunction with the 
accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention is explained in further detail, and by way of example, 
with reference to the accompanying drawings wherein: 

FIG. 1 shows a MMS reference architecture as defined by 3GPP; 

FIG. 2 is a flowchart diagram of a conventional multimedia message 
delivery process; 

FIG. 3 is a flowchart diagram illustrating a process performed by a MMS 
user agent in connection with receiving and delivering multimedia messages 
according to a first embodiment of the invention; and 

FIG. 4 is a flowchart diagram illustrating a multimedia message 
delivering process performed by a MMS server according to a second 
embodiment of the invention. 



4 



WO 2004/056067 



PCT/IB2003/006023 



PHCN020018WO 

Throughout the drawings, the same reference numerals indicate similar 
or corresponding features or functions. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

The present invention allows a portion of a multimedia message (MM), 
usually the beginning part of the message (e.g., the first 10 seconds of the 
message), to be delivered to a mobile terminal or user equipment (UE) in 
advance. For example, a 10 seconds MPEG-4 encoded QCIF video will 
occupy roughly 80- 120k space, which is much less than the capacity 
required f or storing the whole message. When a user wants to view the MM, 
the portion of the message stored locally will be played back immediately, 
while at the same time the user agent residing in the UE will contact the 
media server for the remaining contents using the streaming technology 
defined in the 3GPP standard specification. This would give the user an 
impression that the whole message is stored locally since there is nearly no 
noticeable delay in the playback, thus providing a much better user 
experience. The partial contents downloaded in advance can be a portion 
of the whole multimedia message, or an unrelated rich-media message 
provided by a third party as an advertisement. 

FIG. 3 is a flowchart diagram illustrating a process 200 performed by a 
MMS user agent residing in a mobile terminal, in connection with receiving 
and delivering MMs according to a first embodiment of the invention. As 
illustrated, after the user agent receives a MMS message notification (step 
202), it will try to parse the attachment to the message notification (step 206) 
to determine whether a SDP file is attached (step 212), As described before, 
the. SDP .file contains the description of the session (e.g., session name, 
author, etc.), the type of the media to be presented and the bit rate of the 
media. If no SDP file is attached because for example, the MM contains 
non-streamable contents such as text messages only, the user agent will 
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notify the user of the newly arrived MM (step 220) and allow the user to have 
an option to view the message. 

However, if a SDP file is attached and the user agent recognizes that a 
link to rich media contents is included in the SDP file after parsing the SDP file 
(step 21 4), it will try to immediately download, from the media server, a part 
of the message for a predetermined duration, e.g., 15 seconds, using the RTP 
protocols (step 222). The user agent may also determine how long the 
portion of the MM should be pre-fetched by consulting with a database in 
the mobile terminal that contains information about the network 
characteristics, mobile terminal capability and user preferences. Then, a 
determination of whether the download is successful is made (step 232). If 
the download fails due to, for instance, problems relating to the network or 
media server, the user agent will notify the user about the newly arrived MM 
(step 220) and deliver the message in a conventional way such as illustrated 
in FIG. 2. 

On the other hand, if the download is successful and upon receiving 
the portion of the MM, e.g., 15 seconds of the MM, the user agent will save 
that received portion locally and modify the SDP file for later use, noting the 
size of the contents stored locally, where to fetch the remaining portion of 
the contents, the size of the remaining portion, etc. (step 236). Then the user 
agent notifies the user that a new MM has just arrived (step 220). If the user 
wants to view the MM, the user agent will quickly play back the received 
portion, while at the same time it will try to set up a streaming connection 
with media server in a conventional manner for the remaining contents of 
the MM. Under most circumstances, there is a sufficient time to set up the 
connection .with .the. media, server. during that period of time in which the 
received portion of the MM is being played, so that the remaining contents 
of the MM will become available for the user to view in a seamless manner. 
In this way, the user will have a quick access to the MM, eliminating the 
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waiting time ranging from 8 to 15 seconds otherwise required for the user to 
start viewing the MM. The invention also gives the user an impression of 
viewing the MM locally, and thus easing the impatience of a typical user. If 
the user finds the contents being played are not interesting, he or she may 
immediately interrupt the connection without further wasting the time. 

FIG. 4 is a flowchart diagram illustrating a MM delivering process 300 
performed by a MMS server (e.g., in MMS relay/server 20) according to a 
second embodiment of the invention. Upon receiving a MM (step 302), the 
MMS server will determine whether it contains rich media contents (step 306). 
If it contains text only, the server will deliver the message directly to the UE 
without any modification so as to make it immediately available to the user 
(step 310). Otherwise, the server will need to modify the message. The server 
will first store the message with rich media contents in a pre-selected 
location, e.g., a media server (step 312), and copy a portion of the message, 
e.g., the first 15 seconds (step 316). The server then creates a SDP file that 
contains the location of the message, the duration of the copied portion of 
the message, and other information (step 326). Thereafter, the server 
attaches the SDP file to the copied portion of the original message to create 
a new MM (step 332). Alternatively, the server may also attach the SDP file to 
a third party's contents, such as advertisements. The newly created MM will 
be sent to the user agent (step 310). 

Upon receiving the new MM from the MMS server, the user agent will 
save it in the same way as any downloaded message. When the user tries to 
view the message, the user agent will first play back the locally stored 
contents, while at the same time it will try to set up a streaming connection 
.with the media server using the information provided by the attached SDP 
file. This will allow the remaining contents of the message to be available to 
the user to view in a seamless way. In this way, a much higher efficiency in 
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the usage of the local storage space on the mobile terminal can be 
achieved. 

As described above, the partially downloaded contents received by 
the user agent can be a portion of the original MM, or an unrelated rich 
media message provided by a third party as an advertisement. In the latter 
case, the third party may allow the user to access the MM at no charge if 
the user commits to view the attached advertisement in its entirety. In a 
similar manner, multiple MMs can link to the same locally stored contents, 
e.g., the same advertisement. 

While the invention has been described in conjunction with specific 
embodiments, it is evident that many alternatives, modifications and 
variations will be apparent to those skilled in the art in light of the foregoing 
description. Accordingly, it is intended to embrace all such alternatives, 
modifications and variations as fall within the spirit and scope of the 
appended claims. 
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WHAT IS CLAIMED IS: 

1 . A mobile terminal, comprising: 

means for receiving a notification of an incoming multimedia 
message; 

means for determining whether the incoming message contains rich 
media contents; and 

means for downloading a portion of the incoming message having a 
pre-determined duration for a user to view on the terminal, if the message 
contains rich media contents. 

2. The terminal of claim 1 , wherein the determining means includes 
means for parsing an attachment of the notification to determine whether 
the message contains rich media contents, the attachment containing 
information about a media type of the incoming message. 

3. The terminal of claim 2, wherein the attachment includes a 
Session Description Protocol (SDP) file. 

4. The terminal of claim 1, further comprising means for displaying 
the downloaded portion of the incoming message on the terminal, in 
response to a user's command. 

5. The terminal of claim 4, further comprising: 
a storage element; and 

means for saving the downloaded portion of the incoming message 
on the storage element. 
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6. The terminal of claim 1 , further comprising means for notifying a 
user of the incoming message. 

7. The terminal of claim 1 , further comprising means for accessing 
the remaining of the incoming message. 

8. The terminal of claim 7, wherein the accessing means includes 
means for modifying an attachment file to the incoming message to indicate 
a starting point of the incoming message for accessing by the accessing 
means. 

9. The terminal of claim 8, wherein the attachment file includes a 
Session Description Protocol (SDP) file. 

1 0. The terminal of claim 1 , 

further comprising means for connecting the terminal to a server 
. storing the incoming message for accessing the remaining of the incoming 
message; 

wherein the pre-determined duration is sufficiently long for the 
connecting means to connect the terminal to the server so as to allow the 
user to view the whole incoming message in a continuous manner. 

11. A multimedia message service server, comprising: 

means for receiving an incoming multimedia message; 

• means for determining whether the incoming message contains rich 
media contents; and 
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means for delivering a new multimedia message to a receiving mobile 
terminal, if the incoming message contains rich media contents. 

12. The server of claim 11, wherein the new multimedia message 
includes a portion of the incoming message having a pre-determined 
duration. 

13. The server of claim 11, wherein the new multimedia message 
includes an advertisement having a pre-determined duration. 

14. The server of claim 11, further comprising means for creating an 
attachment file to the new multimedia message, indicating where the 
incoming message may be accessed. 

15. The server of claim 14, wherein the attachment file includes a 
Session Description Protocol (SDP) file. 

1 6. The server of claim 1 1, further comprising means for creating the 
new multimedia message. 

1 7. The server of claim 1 6, further comprising: 

means for saving the incoming message in a pre-selected location; 

and 

means for copying a portion of the incoming message for including in 
the new multimedia message. 

18. The server of claim 17, wherein the pre-selected location is in a 
storage element of a media server. 
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19. The server of claim 12, wherein the pre-determined duration is 
sufficiently long for the receiving mobile terminal to connect to a server 
storing the incoming message so as to allow the user to view the whole 
incoming message on the terminal in a continuous manner. 

20. The server of claim 13, wherein the pre-determined duration is as 
long as is substantially required for the receiving mobile terminal to connect 
to a server storing the incoming message so as to allow the user to view the 
whole incoming message on the terminal in a substantially continuous 
manner. 

21. A method performed at a mobile terminal, comprising the steps 

of: 

receiving a notification of an incoming multimedia message; 

determining whether the incoming message contains rich media 
contents; and 

downloading a portion of the incoming message having a pre- 
determined duration for a user to view on the terminal, if the message 
contains rich media contents. 

22. The method of claim 21, wherein the step of determining 
includes a step of parsing an attachment of the notification to determine 
whether the message contains rich media contents, the attachment 
containing information about a media type of the incoming message. 

23. The method of claim 22, wherein the attachment includes a 
Session Description Protocol (SDP) file. 
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24. The method of claim 21, further comprising a step of displaying 
the downloaded portion of the incoming message on the terminal, in 
response to a user's command. 

25. The method of claim 24, further comprising a step of saving the 
downloaded portion of the incoming message on a storage element of the 
terminal. 

26. The method of claim 21 , further comprising a step of notifying a 
user of the incoming message. 

27. The method of claim 21, further comprising a step of accessing 
the remaining of the incoming message. 

28. The method of claim 27, further comprising a step of modifying 
an attachment file to the incoming message to indicate the starting point of 
the incoming message for accessinig. 

29. The method of claim 28, wherein the attachment file includes a 
Session Description Protocol (SDP) file. 

30. The method of claim 21 , 

further comprising a step of connecting the terminal to a server storing 
the incoming message for accessing the remaining of the incoming 
message; 

wherein the pre-determined duration is sufficiently long for connecting 
the' terminal to the server so as to allow the user to view the whole incoming 
message on the terminal in a continuous manner. 
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31. A method performed at a multimedia message service server, 
comprising the steps of: 

receiving an incoming multimedia message; 

determining whether the incoming message contains rich media 
contents; and 

delivering a new multimedia message to a receiving mobile terminal, if 
the incoming message contains rich media contents. 

32. The method of claim 31, wherein the new multimedia message 
includes a portion of the incoming message having a pre-determined 
duration. 

33. The method of claim 31, wherein the new multimedia message 
includes an advertisement. 

34. The method of claim 31 , further comprising a step of creating an 
attachment file to the new multimedia message, indicating where the 
incoming message may be accessed. 

35. The method of claim 34, wherein the attachment file includes a 
Session Description Protocol (SDP) file. 

36. The method of claim 31, further comprising a step of creating 
the new multimedia message. 

-37. The method of claim 36, further comprising the steps of: 

saving the incoming message in a pre-selected location; and 
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copying a portion of the incoming message for including in the new 
multimedia message. 

38. The method of claim 37, wherein the pre-selected location is in a 
storage element of a media server. 

39. The method of claim 32, wherein the pre-determined duration is 
sufficiently long for the receiving mobile terminal to connect to a server 
storing the incoming message so as to allow the user to view the whole 
incoming message on the terminal in a continuous manner. 

40. The method of claim 33, wherein the pre-determined duration is 
as long as is substantially required for the receiving mobile terminal to 
connect to a server storing the incoming message so as to allow the user to 
view the whole incoming message on the terminal in a substantially 
continuous manner. 
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CLAIMS: 



1 . A mobile terminal, comprising: 

means for receiving a notification of an incoming multimedia message; 
means for determining whether the incoming message contains rich media 

contents; 

5 means for downloading a portion of the incoming message having a pre- 

determined duration for a user to view on the terminal, if the message contains rich media 
contents; characterized in that the mobile terminal further comprises: 

a storage element and means for saving the downloaded portion of the 
incoming message on the storage element; 
10 means for connecting the terminal to a server storing the incoming message 

for accessing the remaining of the incoming message; 

wherein the pre-determined duration is sufficiently long for the connecting 
means to connect the terminal to the server so as to allow the user to view the whole 
incoming message in a continuous manner. 

15 

2. The terminal of claim 1, wherein the determining means includes means for 
parsing an attachment of the notification to determine whether the message contains rich 
media contents, the attachment containing information about a media type of the incoming 
message. 

20 

3. The terminal of claim 2, wherein the attachment includes a Session 
Description Protocol (SDP) file. 

4. The terminal of claim 1, further comprising means for displaying the 
25 downloaded portion of the incoming message on the terminal, in response to a user's 

command. 



5. The terminal of claim 1 , further comprising means for notifying a user of the 

incoming message. 
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6. The terminal of claim 1 , further comprising means for accessing the remaining 

of the incoming message. 

5 7. The terminal of claim 6, wherein the accessing means includes means for 

modifying an attachment file to the incoming message to indicate a starting point of the 
incoming message for accessing by the accessing means. 

8. The terminal of claim 7, wherein the attachment file includes a Session 
10 Description Protocol (SDP) file. 

9. A multimedia message service server, comprising: 
means for receiving an incoming multimedia message; 

means for determining whether the incoming message contains rich media 

15 contents; 

means for delivering a new multimedia message to a receiving mobile 
terminal, if the incoming message contains rich media contents; 

characterized in that the new multimedia message includes a portion of the 
incoming message having a pre-determined duration which is sufficiently long for the 
20 receiving mobile terminal to connect to a server storing the incoming message so as to allow 
the user to view the whole incoming message on the terminal in a continuous manner. 

10. The server of claim 9, wherein the new multimedia message includes an 
advertisement having a pre-determined duration. 

25 

1 1 . The server of claim 9, further comprising means for creating an attachment file 
to the new multimedia message, indicating where the incoming message may be accessed 

12. The server of claim 11, wherein the attachment file includes a Session 
30 Description Protocol (SDP) file. 



13. The server of claim 9, further comprising means for creating the new 

multimedia message. 
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14. The server of claim 13, further comprising: 

means for saving the incoming message in a pre-selected location; and 
means for copying a portion of the incoming message for including in the new 
multimedia message. 

5 

15. The server of claim 14, wherein the pre-selected location is in a storage 
element of a media server. 

16. The server of claim 10, wherein the pre-determined duration is as long as is 
10 substantially required for the receiving mobile terminal to connect to a server storing the 

incoming message so as to allow the user to view the whole incoming message on the 
terminal in a substantially continuous manner. 

17. A method performed at a mobile terminal, comprising the steps of: 
1 5 receiving a notification of an incoming multimedia message; 

determining whether the incoming message contains rich media contents; 

downloading a portion of the incoming message having a pre-determined 
duration for a user to view on the terminal, if the message contains rich media contents; 
characterized in that the method further comprises the steps of: 
20 saving the downloaded portion of the incoming message on a storage element 

of the terminal; 

connecting the terminal to a server storing the incoming message for accessing 
the remaining of the incoming message; 

wherein the pre-determined duration is sufficiently long for connecting the 
25 terminal to the server so as to allow the user to view the whole incoming message on the 
terminal in a continuous manner. 

18. The method of claim 17, wherein the step of determining includes a step of 
parsing an attachment of the notification to determine whether the message contains rich 

30 media contents, the attachment containing information about a media type of the incoming 
message. 

19. The method of claim 18, wherein the attachment includes a Session 
Description Protocol (SDP) file. 
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20. The method of claim 17, further comprising a step of displaying the 
downloaded portion of the incoming message on the terminal, in response to a user's 
command. 

5 

2 1 . The method of claim 1 7, further comprising a step of notifying a user of the 
incoming message. 

22. The method of claim 17, further comprising a step of accessing the remaining 
10 of the incoming message. 

23. The method of claim 22, further comprising a step of modifying an attachment 
file to the incoming message to indicate the starting point of the incoming message for 
accessing. 

15 

24. The method of claim 23, wherein the attachment file includes a Session 
Description Protocol (SDP) file. 

25. A method performed at a multimedia message service server, comprising the 
20 steps of: 

receiving an incoming multimedia message; 

determining whether the incoming message contains rich media contents; 

delivering a new multimedia message to a receiving mobile terminal, if the 
incoming message contains rich media contents; 
25 characterized in that the new multimedia message includes a portion of the 

incoming message having a pre-determined duration which is sufficiently long for the 
receiving mobile terminal to connect to a server storing the incoming message so as to allow 
the user to view the whole incoming message on the terminal in a continuous manner. 



30 



26. The method of claim 25, wherein the new multimedia message includes an 

advertisement. 
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27. The method of claim 25, further comprising a step of creating an attachment 

file to the new multimedia message, indicating where the incoming message may be 
accessed. 

5 28. The method of claim 27, wherein the attachment file includes a Session 

Description Protocol (SDP) file. 

29. The method of claim 25, further comprising a step of creating the new 
multimedia message. 

10 

30. The method of claim 29, further comprising the steps of: 
saving the incoming message in a pre-selected location; and 
copying a portion of the incoming message for including in the new 

multimedia message. 

15 

3 1 . The method of claim 30, wherein the pre-selected location is in a storage 
element of a media server. 

32. The method of claim 26, wherein the pre-determined duration is as long as is 
20 substantially required for the receiving mobile terminal to connect to a server storing the 

incoming message so as to allow the user to view the whole incoming message on the 
terminal in a substantially continuous manner. 
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Re: European Patent Application No, 03 780 434,1 - 2416 
Koninklijke Philips Electronics N.V. 



Referring to the "Communication pursuant to Article 96(2) EPC" dated 18 October 2005, 
we hereby submit a new set of claims 1-32, which replace the old set of claims 1-40, presendy 
on file. Further, the following is respectfully observed. 

A new independent claim 1 has been drafted which is based on old claims 1, 5 and 10, 
presendy on file. New independent claims 9, 17 and 25 are amended in a corresponding 
fashion. New independent claim 9 is based on old claims 11, 12 and 19, presendy on file. 
New independent claim 17 is based on old claims 21, 25 and 30, presently on file. New 
independent claim 25 is based on old claims 31, 32 and 39, presendy on file. The remaining 
dependent claims have been renumbered and the claim dependencies have been adjusted 
accordingly. 

New claims 1, 9, 17 and 25 do not go beyond the content of the application as filed and do 
not contravene Article 123(2) EPC. 

The technique disclosed by the present invention 
The technical problems solved by the present invention comprise: 
the limited memory of mobile terminal; and 

the noticeable delay for the user when an MMS or rich-media session is established 
between the terminal and the MMS server. 
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The technical procedure of the present invention is shown in the figure 1: 



Mobile 
Terminal 



MMS 

server 



Deliver a portion of the Incoming MMS massage or a now message comprising 
Information of the Incoming MMS message 



Prompt user and 
user accept it 



Playback the 
received MMS 
message 



No perceived delay 
for user experience 



At the same time, sending request to establish MMS session with the MMS 
server or like 



A 



Establish the MMS session and deliver the remaining MMS content 



V 



Transferring a portion before establishing a MMS session 
Figure 1 



After the mobile terminal has been notified of an incoming multimedia message, the MMS 
server delivers a portion of the message to the mobile terminal. The message may be the 
original incoming multimedia message for the user, or a new message comprising some new 
information, like an advertisement or information about the original incoming multimedia 
message. The key factor of the portion of the message is that it should have a sufficiendy 
long duration, which should be longer than establishing an MMS session between the 
terminal and the MMS server. The mobile terminal stores the downloaded portion of the 
incoming message having a sufficiendy long duration on a storage element. The message is 
presented to the user and, if accepted, an MMS session is established between the terminal 
and the MMS server so as to allow the user to view the whole incoming message in a 
continuous manner. 

One advantage is that not much memory space is needed because only a portion of the 
incoming message needs to be stored. The rest of the incoming message is conveyed using a 
conventional streaming technique. Another advantage is that the user experiences no 
noticeable delay. He can view the MMS immediately after acceptance of the notification 
from the MMS server. 
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Comparison hptwpgn tV present invention and T?,S?.0020Q73?.05A1 (Dl) 

Dl discloses a communication method. A preferred embodiment is shown in fig 2. A sender 
21 sends a notification via a MMS server 23 to a receiver 24 about media content being 
stored. The notification includes presentation description information required to establish 
another streaming session between the receiver and a media server 22. The receiver 
establishes a streaming session with the media server, based on the information received in 
the notification message and then the receiver starts to download and play the media 
content The media content is downloaded as a sequence of content sub-parts, each 
representing one time period of the streaming session. 

The differences between the present invention according to new claim 1 and Dl are clear 

and distinct: ... c 

a portion of the incoming multimedia message havmg a pre-determined duration tor 
a user to view on the terminal is downloaded and stored on the storage element compnsed 
in the terminal; and 

while viewing said portion of the message, the terminal is connected to the server tor 
accessing the remaining of the message so as to allow the user to view the whole incoming 
message in a continuous manner. 

The present invention according to new claim 1 is therefore novel in view of Dl. New claim 
1 is based on old claims 1, 5 and 10, and the new independent claims 9, 17 and 25 have 
been amended in a corresponding fashion. Claims 9, 17 and 25 are also novel in view of Dl. 

There is a major difference between downloading and storing a portion of a message and 
downloading a message tor streaming purposes. The present invention allows a portion ot 
the multimedia message, usually the beginning part of the message ... to be delivered to 
and stored on a mobile terminal beforehand (see p.3, 1.24). One of the advantages is that 
this allows the user to view the portion of the multimedia message at any time, anywhere. 
Another advantage is that "When a user wants to view the message, the portion of the 
message stored locally will be played back immediately (see p.3, 1.29). While viewing said 
portion of the message, the mobile terminal will contact the MMS server for the remaunng 
contents using the streaming technology. This gives the user an impression that the whole 
message is stored locally since there is no noticeable delay in the playback. 

In Dl on the other hand, the downloading of the media for streaming is done to a 
temporary storage, a so-called streaming buffer. The displayed part of the media stored I in the 
buffer is immediately and continuously replaced by the following media sequences. When 
the user desires to view media on his terminal, he first has to set up a connection with the 
media server for establishing a streaming session. This is not always possible, e.g. if the 
terminal is out of reach of the base stations coverage. Also, the user has to wait for a period 
of time before he is able to view the desired media. In contrast to the present invention, the 
user will thus experience a noticeable delay while waiting. 
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Comparison between the present invention and US2Q01Q01687.5A1 ( D2) 

D2 relates to a system for reducing perceived latency in servicing user requests for 
unsolicited information made from remote devices, such as a mobile terminal. A flowchart 
of the procedure of D2 is given in figure 2. 



Mobile 
Terminal 



Computer 



Server 1 



Request to Server 1 . no matter the 
real location of server 1 



Translate the used 

protocol if 
applicable 



DeDver a portion of the content If applicable 



Notify the mocBe terminal 



/If accepted, deliver the whole content 
stored In the computer 



Request to Server 2, no matter the 
real location of server 2 




Request to server 1 



DeDver the requested content to the 
computer / 



V 



Request to server 2 



/If accepted, deliver the whole content 
\^ stored In the computer 



Server 2 



Deliver the requested content to the computer 



Figure 2 
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A distinguished and important feature of D2 is the use of an intermediate computer 31, 
which is located between the hypermedia server 51, 52 and the mobile terminal 11. The 
intermediate computer is clearly claimed in D2 and used in all the embodiments. The 
computer works as a relay unit or an agent having a pre-known location/profile to relay the 
request of the mobile terminal and content of the server. One drawback of using a computer 
is that it must be pre-known by the mobile terminal. Because the computer works as an 
anchor for relaying all the information to the mobile terminal, it may introduce some 
inefficiency problems. It also imposes some restrictions. In order to be able to deliver the 
contents the computer has to be powered and it needs to be connected to both the network 
40 for communicating with the servers 51 and 52 and to the transmitter 22 and the receiver 
21 for communicating with the mobile terminal 1 1. When the computer and the mobile 
terminal employ different communication protocols, the computer must also be able to 
translate them in order to manage a correct communication. This is also an imposing factor 
on the efficiency. 

Besides communicating direcdy with the MMS-server, there are other differences between 
the present invention according to new claim 1 and D2. One of them is that while viewing 
said portion of the message, the terminal is connected to the server for accessing the 
remaining of the message so as to allow the user to view the whole incoming message in a 
continuous manner 

The present invention according to new claim 1 is therefore novel in view of D2. New 
independent claims 9, 17 and 25 have been amended in a corresponding fashion as claim 1, 
so they are also novel in view of Dl. 

Based on the teachings of the cited inventions Dl and D2, the skilled person would have no 
reason to modify the inventions Dl and D2 in order to arrive at the present invention. The 
objective problems of limited memory and perceived waiting times for viewing media 
content on the mobile terminal are dealt with in an entirely different way. Hence, a skilled 
person would not even recognize the need for a more efficient and better way of viewing 
media content on the mobile terminal. Furthermore, even if the skilled person would 
recognize this need and would contemplate a modification of the cited inventions it is still 
not clear how he would arrive at a solution, which discloses all the features of claim 1. 

New independent claims have been amended to two-part form according to Rule 27(l)(b) 
EPC. 

Amendments to the introduction of the description are respectfully deferred until agreement 
with respect to the claims has been reached. 
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Allowance of the application comprising the new set of 32 claims is respectfully requested. 
In case the Examiner envisages to reject the application, oral proceedings according to Art. 
116 EPC are hereby requested. 

The Professional Representative, 



P.J.W. Slenders 

End.: A new set of claims 1-32 
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